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CODE ;: 6EM - 1003

a2

L & 2 K

ALL GEARED LATHE

PR OB Ko ke
“rrerted & CHINA NATIONAL MACHINERY IMPORT CORPORATION
saxzd: £ B o 9
Hong Kerg Agencyu: CHINA RESOURCES Co.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ""CIRECO.™
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CODE: 6EM- 1011
Capacity

Height of centers, mm ... R . e e e 200

Maximum distance between cemers mm BT 750; 1000; 1500; 2000 y /}
Bar capacity, mm ... OV o e e 37 2N f\

Maximum swing over cross shde, MMoe e e e TR 210
Maximum swing over bed ways, mm . 400
Masimum length of turing (sccordr fo Gstance between conters) TURRET LATHE
. Cee e e e e 650; 9CO; 1400; 1900
Threads that can be cut:
Metric, pitch in mm ... ... ... .. .. .. .. e e 1--192
English, threads per mch PR R PP . 24—2
Module .. G e e e L 0.5—148
Diametral p\tch AV PR [T P 961
Carriage
Maximum travel (power or manual feed), mm:
longitudinal (according to distance between centers) ... 650; 900; 1400; 1900
cross ... o e 280
Distance from tool bottom to center Tine, mm o B 25
Maximum swivel of top slide, deg ... L e + 45
spimﬂe
Diameter of hole in spindle, mm e e e T 38
Taper hole in spindle .. cee e e e e e e e o . Morse No. 5
Tailstock
Taper hole in spindle . cee e e e e eee o . Morse No. 4
Maximum travel of spmd\e, MM o e e e 150

Setover on side, MM ... . e e e e e e e e +15 \ 7 ‘E""'%g

) ——
Speeds and Feeds Wi _ A £ [ £ GER %

Number of spindle speeds
forward . e e e e e 21
reverse... ... e e e e el 12

Range of spindle ¢

forward PN 5. l2ce
everse... ... ... ... .. .. e 1520
Number of longitudinal and cross feeds e e e e 35
Range of feeds, mm per revolution of spindl
longitudinal .. . Lo R o X S 1]
cross .. G e e e el L. 0027 052
Drive
220/380 volt, 3 phase, 50 cycle A. C. motors:
Main drive:
power, kw ... L. L L L L 7
speed, F. P M. .. e e el 1440
Coolant pump:
power, kw .. e e e e e e e 0.125
speed, T p. M. oo oo e e e s e e 2850
Space Occupied
Overall length (according to distance between centers), mm ... 2400; 2650; 3180; 3680

Overall width, mm ... . o o e e 1580 + B/ #gi o oo N 8 & &

Helght of mochine, mm . N 1210 Exported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
elg

P =
Net weight (according to distance between centers), kg ... approx. 1930; 2010; 2100; 2280 FRRTA 4& 2 NI
ITony Kong Agency: CHINA RESOURCES CO
BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: " CIRECO."

N.B.—For improvement of the machine, e reserve the
right to alter cither the desian or the specification.
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Capacity

Height of centers, mm ... ... ... 210
Distance, end of spindle to turret face, mm:
minimum 260
maximum g
Maximum swing, mm:
over carriage 420
over cross slide 350
over bad ways uu0
Hexagon Turret
Total longitudinal travel (by power and manually), mm ... o e oo 917
Carriage and Cross Slide
Total lengitudinal travel of carriage (by power and manually!, mm 012
Total cross travel of slide, mm 259
Speeds and Feeds
. Number of spindle speeds L e e 12
Range of spindle speeds, r. p. m.:
forward 44---1C00
reverse R . 48--109L
Number cf turret, carriage and cross slide feegs ... ... .. 16

Range of turret and carriage longitudinal feads, mm per revolution of spindle  0.07—2.29 .

Range of cross slide feeds, mm per revolution of spindle e .. .. ... 0.03--1.00

Drive

220/380 volt, 3 phase, 50 cycle A. C. motor:

power, kw 10

speed, r. p. m. 1500
Space Occupied

Floor space, mm 3200 x 1780

150

Height of machine, mm ...

Weight

Net weight, kg... ...approx. 2980

N.B.-=For imn
right to aitey cither the design or the speci

cment of the machine, we reserve the

roved for Release 2010/07/21 : Cl,

1043R000500220029

s~ A 2 A
TURRET LATHE

- S - SPASIE T 3
Frported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
cannt: F B B9
ITong Kong Agency: CHINA RESOURCES CO.

BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: *' CIRECO. "
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. CODE: 6EM- 1013
Centre height... ... . o e e e e e e 15 mm

Distance, spindle nose to turret ... ... ... ... .. .. .. ... .. .. QO-4OO mm

_ 2 >
Spindle hole, diameter ... ... . . e o e e e 26 mm. 4 3 3l S
Maximum size of bar to be tured:

Circuler diameter . o o o e e CRANK SHAPER

Square...

Hexagonal ...
Maximum length to be turned
Maximum chucking diameter

Swing over carriage ...

Swing over bed ...
Maximum longitudinal travarse of turret
No. of spindle speeds ... ... . e o e e e 6
Range of spindle speeds ... ... .. .. .. .. . oo L 140-1380 rpm.
No. of lengitudinal feeds of turret ... ... ... ... .. .. .. .. .. u
Range of longitudinal feeds of turret per revolution of spindle ... ...  0.06-0.25mm.

Space required (L x W x H) ... .. .. .. . L .. .. .. 1815x740x1290

Nett weight approximately ... .. .. ... .. ... . .. .. .. .. 900 kg.

. 3@, 50 c. 2. . 1450 rpm and 220/380 voits supply.

' oE R o o 3 g R
Farported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
canes: OB K 3]

Hony Kung Agencu: CHINA RESOURCES CO.

BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS. *'CIRECO.""

N.B.—For improvement of the machine, we reserve the
right to alter either the design or the specification.

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7
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CODE: 6EM- 1014
Capacity

Length of ram stroke, mm: o
ini e E-2 oy
Elmmum o e [T i Fﬂ El }3:\
aximum o e e [T
Distance from lower edge cf ram to table, mm
MIBMUM o e e e e e e e DOUBLE HOUSING PLANER
Maximum . . e
Maximum distance from tool bottom to bed, mm

Table
Working surface of table, mm:
Top o o Lo . © e e e .. 550X 450
Side ... e e . cii e e ... W50x14OO
Saddle of table... ... ... ... .. .. .. v e .e ... WSOXWOO

Maximum table traverse, mm:
Hecrizental (pewer and hand)
Vertical (by hand)

Ram and Tool Head
Maximum adjustment of ram (each side of center), mm.
Maximum swivel of tcol holder (each side of center)
Maximum size of tool shank, mm

Maximum vertical travel of tool slide (by hand), mm

Meximum swivel of tool head each side cf center) A
Note: 4£60° swivel is allcwed when clearance between tool head and bed
guides is not less than 10 mm. In all other cases swivel of 4209 is allowed.

Speeds and Feeds
Number of ram double strokes per minute ... ... .. 12.5; 17.9; 25; 36.5; 52.5: 73
Table horizental feeds, mm per couble stroke of ram:
Minimum (per | tooth of ratchet) ... ... .. .. - [ 0.33
Maximum (per 10 teeth of ratchet)... ... ... .. . e 3.33

Drive

220380 vclt, 3 phase, 50 cycle A. C. motcr:
Power, kw . e e e e e e 35
Speed, r. p. m.... .. AT [P R 960

Space Occupied
Flocr space, mm e e e e e e .. 2500% 1450

Height cf machine, mm e e e e e 1750 ‘:P El| *g\; ,};}* #oo N 3] 4 ,g,:
Weight Jirported ty CHINA NATIONAL MACHINERY IMPORT CORPORATION
approx. 1850 saxmz: 2 B B 9
Tong Fong .igenen: CHINA RESOURCES CO.

BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ‘' CIRECO."

Net weight, kg

N.B.—For improvement of the machine. we reserre the

right to alter eithcr the design or the wnecification.
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Capacity CODE: 6EM- 1019

Distance from table to vertical tool head, mm:
Minimum ... U Lo e JUTE .
Maximum .. . o i i A ;3
Distance between axes of vertical tool heads, mm:
NIMUM o0 e e e e e
 Hoximim - ALL GEARED LATHE
Maximum extension of side ‘and vertical tool heads, mm s e e
Maximum width planned, mm I Lo
Maximum height planned, mm
Maximum length planned, mm
Maximum weight of work piece admvtted kg

Table
Working surface of table, MM eer eee eee eee eee eee ee e eee .. 3000XQ00
Number of T-slots... e . e e e 5
Width of T-slots, mm ... Lo v e e e e e e 28
Distance between slots, mmM... ... oo oo e e e 150

Speeds and Feeds

Range of table cutting speeds, m/min.
Range of table return speeds, m/min.
Range of feeds of vertical tocl heads per ‘double stroke mm:

Vertical . .

Horizontal . .
Range of vertical foeds of side teol heads’ per “double stroke mm
Speed of rapid power traverse, m/min:

Vertical heads:
horizontal/vertical ... ce e e e e e e 2 33/0.585
Side heads: Vertical e e e e e e e e .07

Power travel of cross rail, m/min e e e e 0.5

Nubmer of electrical units
Motor-generator_unit :
Power of asynchronous motor, kw
Speed, r. p. m. .. .. .
Head feed motors: (3 pcs)

Cross rail elevating motor:
Power, kw ... ...
L e
Cross rail clamping motor:
Power, kw ... ...

Speed, r. p. m. ...

Space Occupied
FloOr SPACE, MM oo cec coe oo oo ae e men e e 7200 x 3650 . = -
HelghtZF MAching, MM co oo e e e e e e e e 2680 ¥ B H#H oW I
FExported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
sanme: £ WM A 9
Iiong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ' CIRECO.™"

Weight
Net weight, kg coc v e e e e e ...approx. 20500

N.B.—For improvement of the machine, we reserve the
right to alter cither the design or the specification.
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CODE: 6EM - 1021
Capacity

Height of centers, mm . . F OO
Maximum distance between centers Mmoo e [P o
Bar capacity, mm ... U . . Lo . B Ym Q— fi:\
Swing over cross shde, mm... .. o e e .
Swing over bed ways, mm ... ... .. .. .. ..
Threads that can be cut: ALL GEARED LATHE
Metric, pitch in mm ... e e e e e .
Enghsh threads per inch .
Module . .

Carriage
Maximum travel (power or manual feed), m
\or\gitudinﬂ

ss . .

Dwstance From ool bottom to center |me, mm

Maximum distance From center line to the face of tool ho\der, mm
Maximum size of tool, mm ...

Spindle
Diameter of hole in spindle, mm e e e 30
Taper hole in spindle ... ... ... ... .. .. .. oo oo .o ... ... Morse No. 5

Tailstock
Teper hole in spindle .. [P I Morse No. 4
Maximum travel of spmd!e, mm - UV [ . 95
Setover cn side, mm ... .. .

Speeds and Feeds
Number of spindle spseds (forward and reverse) . e 12
Range of spmole speeds, r. p. m. e P 411980
o. of feeds of slide, longitudinal and cross F 140
Range of feeds of slide mm per revolution of spmdle
longitudinal ... ... ... ... cee e e e e e .. ... 0063314
CIOSS oo wee e e e eee e e e e e e ... O.OBL—2.47

Drive
220/380 volt, 3 phase, 50 cycle A. C. motors:
Main drive:
power, kw ... ...
speed, r. p. m. ...
Coolant pump:
power, kw ... ...
speed, r. p. m. ...
Lubricating pump:
power, kw ...
speed, 1. p. m. .

Space Occupied

Floor space, mm ... ... .. .. ce e e e e L. 2355X852 B R R N R %
Hefght of mochine, mm oo 25 Esported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
Weight canne: £ M B 8
Net weight, kg ... woc o e e e e e e e e . ... 3PPIOX. 1950 Jong Koug dgeney: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ' CIRECO."

N.B.—For improvement of the machine, we reserve the
7ight to alter either the design or the specification.
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CODE: 6EM - 1025

Height of center ... .. .. UV e e e e e e 2 -

Distance between centers .. .. .. .. .. .. .. .. .. . ¥ f % 2 7 % K

Maximum turning diameter :
ound 1od MULTI - TOOL SEMIAUTOMATIC LATHE
swing over carriage
swing over bed ...

Maximum turning length

Thread cutting:
matric threads, pitch G e e e e e 1192 mm
whitworth threads. t.p.i. ... ... . R o . 24—2
module threads, M . e . . . . 0.25— 48
UP threads, DP... ... ... .. .. R B 96--1

Maximum traverse of carriage (machanically or manually) :

longitudinal ... ... .. ... .. .. .. . . . 900 mm

CIOSS oo i e e L [P 280 mm
Height between tool supporting surface to center line ... ... ... .. . 23 mm
Maximum traverse of tool post . Coe e 100 mm
Maximum swivel of tocl post . F T . . . 450
Diameter of spindle bore ... . R F T 38 mm
Taper of spindie bore ... . [ Lo .o <. ... Morse No. 5
Taper of center sieeve ... ... ce e e L. s .. .. Morse No. 4

Maximum traverse of center sleeve . . R 150 mm

Maximum cross traverse of tailstock ... .. .. .. .. .. .. .. .. 15
No. of spindle speeds (normal/reverse) e e 18/9
Range of spindle speeds:
Normal. e e e e e . . . ...12--600 rpm
TEVEISE... . . . e . © e .. 18—760 pm
No. of longitudinal and cross feeds of carriage... UV . 35
Renge of feed of carriage per revolution of spindle:
longitudinal PR e e . . 0,0Bl-:ﬁQmm
cross ... .. B 0.27-C.522mm

Electric motor (3 phase A.C) fower/speed ... ... .. .. .. .. u5/1500 kw/rpm. ‘? g f}k—: #( u o 0w /%
rrerti m CHINA NATIONAL MACHINERY IMPORT CORPORATION
PEvY 2 B OU |
Hong Fovg geven: CHINA RESOURCES CO.
SANK OF CHINA BLILGING
HONG KONG
CABLE ADCRESS ''CIRECO.™

Overall dimensions (L x W x H) T . . 2650x1580 x 1220
Nett weight approx. ... ... ... .. S e e 2240 kg
Electric drive equipments inc'udes:

| main drive motor of 4.5 kw and 1500 rom., AC 38, 50 cycle, 220 380 v

N.B.—For inprevement of the maciine, we resert
icht to alter either the design or tic specification.
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Center height... ... ... .. .. . . e e 200
Distance between centers (min./max.)... ... ... ... .. oo . ... ... 200/500

Maximum distance from spindle nose to center of tailstock ... ... ... .. 580

Maximum turning diameter :
for bar
swing over bed ...
swing over carriage

Maximum turning length (two cutters)...

Maximum longitudinal travarse of carriage :
machanically (turning)
manually (adjusting)
Maximum cress traverse of rear tool post:
mechanically (turing)/manually (adjusting) ... ... ... .. .. .. 235225 mm
Maximum traverse of center socket ... ... ... .. .. o ool . 165 mm

Spindle speeds: ... ... 40, 52, 65, 84, 107, 129, 155, 187, 240, 310, 388, 500. rpm.

Longitudinal feed of carriage per | revclution of spindle:
0.12, 0.17, 0.23, 0.34, 0.49, 0.7, 0.97, 0.38. mm.
No. cf cross Feeds per each longitudinal feed. ... ... . o o e e 12

Range of cross fesds of rear tool post per | ravolution of spindie:.........0.16. -2.37 mm.

3 phase A. C. Motcrs:
for main driving: power/speed ... ... ... ... ... ... .. ... 10/1455 kwirpm.
for rapid adjustment at carriage: power speed ... ... .. ... 11425 kw/rpm.

for coolant pump: powerspeed ... ... ... .. .. .. 0.15/2800 kw/rpm.

Overall dimensions (L x W x H) ... ... ... .. .. .. 2200 %1700 * 1240 mm.

Net weight ... ... ... .. .. .. .. .. .. .. .. .. .. apprcx. 3000 kg.

N.B.—For improrement of the machine, we resorve the

right fo alter cithier the design or th swecification.

roved for Release 2010/07/21 : Cl,

1043R000500220029

¥ a3 XN 2 A
VERTICAL BORING MILL

OB MW el
Eaported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
saces: £ OB B8
Hong Kong Agency: CHINA RESOURCES CO.
GANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: " CIRECO, "
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CODE: 6EM - 1031
Diameter of table e e .
Distance between center of table and surface of column ... ... .. ... 625 @
Maximum turning diameter :

with vertical head ... ... ... .. . 1250 . G E A R S H A P E R

with side tocl head . L L e 1120

Boring diameter (by rotary tool post or vertical tool head) minimum maximum  120/1250
Maximum height of workpiece e e Ce °0CO

Maximum weight of workpisce... ... .. .. .. .. e e 2000

Turning length by side tool head:
cn working table

outside working table

Diameter of workpiece to be clamped,

minimum/maximum ... ... .. .. .. .. . e e . ... 70900
Maximum traverse of vertical tool head (mechanicslly or manusaliy),

horizental vertical. ... ... .. . e e e e o . ... 750[700

Maximum swivel of vertical tool head

Maximum travarse of side tool head (mechanically or manually),

herizental vertical. ... ... .. . . . . ... ... boo96o
Spindle bore of table ... ... .. .. . . . . . 150
No. of table speeds ...
Range of table speeds T, rpm.
No. of feeds of vertical tool head and side tool head ... ... ... .. 8
Feed per revolutien of tal [ .o 0.23-8.4 mm
Rapid traverse of vertical tool head & side tool head e e 2 m/min.

Rspid elevating speed of rail ... ... . . Lo 0.5 m/min.

3 ¢ A C. motor:
for main drive: output/speed e e e 221460 kw rpm.
for rapid adjustment output'speed ... ... . B 7.930 kw rpm.
Overall dimensions (L x W x H} J . 2350 x 2185 x 3815 mm
Net weight approx. ... ... ... .. . e e e 1020 kg.

TR W N R
Ezported by CHINA NATIONAL MACHINERY IMPORT CORPORATION
IR q‘g bre I NI
ITong Kong Agency: CHINA RESOURCES CO
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: *" CIRECO. ™

N.B.—For improvement of the machine, we reserve the
right to alter cither the design or the specitication.
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CODE: 6EM - 1034
Capacity
Distance between work spindle face and cutter shoulder at maximum eccentricity - 2E N
of crank pin, mm: 3 Ac. 4, P/
MaxXiMUM .. oo e e e e e e .
WOIOUN  cev e e r e oee o oee o e o e UNIVERSAL MILLING MACHINE
Module that can be cut, mm
External diameter of spur and helical gears, mm:
maximum
minimum . e
Maximum external diameter of werk when cutting interal teeth, mm
Maximum face width that can be cut, mm...
Maximum helix angle for helical gears o
Cutter Saddle
Maximum length of cutter spindle stroke, mm
Maximum longitudinal cutter saddle traverse, mm

Work Spindle Apron
Maximum relieving movement of aprcn, mm ... .
Diameter cf work spindle flange, mm ...

Maximum distance between centers of work and cutter, mm

Speeds and Feeds”

Number of cutter strokes per minute .. e e 25;179; 253; 359
Rotary feeds, mm per stroke of cutter... ... ... ... 0.i7;0.21; 0.24; 0.30; 0.35; O.44
Drive
220 380 volt, 3 phase, 50 cycle A. C. motors:

Main drive:
power, kw
speed, 1. p. m.

Rapid rotation of work spindle:
power, kw
speed, r. p. m.

Coolant pump:

power, kw

speed, r. p. m.
Space Occupied
Floor space, MM cc. coo oo e e e e e 1750 x 1270 ‘17 IE]] 7,[5&‘ iR S - SEPASIE (] 3
Height of machine, ... ..o oo 2060 Bzported by CHINA NATIONAL MACHINERY IMPORT CORPORATION

Weight carnz: £ B R 9§

Net weight, kg ... ... ... .. .. .. .. .. .. .. .. .. .. approx.3530 Hong Kong Agency: CHINA RESOURCES CO.

BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: " CIRECO,"

B.—Fer improvement of the machine, e reserve the
right to aiter either the design or the specification.
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CODE: RM - 2001

Capacity

Working surface of table, mm ... .. e e i e . ... 1000x250 B-3 @ *%\ o ‘Q& 4‘;{ *_%2

Distance, center line of spindle to top of table, mm:

Miimum o o e AUTOMATIC HOSIERY MACHINE,

. Meximum ... : o FOR COLOUR STRIPED SOCKS WITH
Distance, face of column to center line of table, mm: ELASTIC TOP

Minimum e MODEL B-3

Maximum .
Distance, centsr line of spindle to overarm, mm...
Maximum table traverss, mm:

Longitudinal ...

Cress

Vertical

Meximum table swivel

Speeds and Feeds
Number of spindle speeds
Range cf spindle spesds, r. p. m.
Number cf tabls feeds ..

Range cf table feads, mm/min.:
Lengitudinal ...
Cress
Vertical..

Drive

220/380 vclt, 3 phass, 50 cycle A. C. motors:
Main drive:

Power, kw ..

Specd, r. p. m.
Feed drive:

Power, kw ...

Speed, 1. p. m.
Ccolant pump:

Power, kw ...

Speed, r. p, m.

Space Occupied

Flocr space, MM oo coo o e e e e e e e . .. 18COXI470 ¥ B & E o = YA &) k&

Height of machine, mm... wrv woo oo e e e e e e 1590 Serorted ty CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
Weight canws: £ W AR 3

Hong Kong dgency: CHINA RESOURCES €O.

BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: ‘' CIRECO."

Net weight, kg ... ... ... .. .. .. .. .. .. .. .o ... ... approx. 2100

r immrareme at of the machine, we reserre the

right to alter cither the design or the specification.
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Model B-3 differs from Model B-| in such a way that it is provided with attachments

for making colour striped hose with elastic top.

The colour stripe pattern is accomplished by means of a colour pattern drum and yarn
changing fingers, it enables the knitting of a large variety of horizontal striped pattern.
The colour pattern drum is mounted above the main pattern drum, latter being common to
all Model B machines. For cutting the pattern yars, an automatic cutter is fitted to the

colour pattern drum.

The machine is arranged with six yarn changing fingers for patterns in horizontal

stripes of five different colours.

An elastic lay-in attachment is provided for insertion of rubber yarns in elastic tops.

These elastic tops insure comfort in wear and will fit snugly to the leg.

Model B-3 embodies our latest improvements and designs and is worthy of recom-
mendation. Besides, it produces colour striped hose which is well in demand in various

countries of the world.

Specifications :
Number of Needles :
Available in cylinder diameters and number of needles as follows:—
31" with 160, 176 and 186 needles.
33" with 160, 176, 188 and 200 needles.
Power Required: 1 4 H. P,
Cylinder Speed : 200 - 220 rpm.
Drive Pulley : 7" dia. 3/4" width. Speed: 138-150 rpm.
Floor Space : Installation floor space  17-6"x2"-6"
Working space 2'-6"x5'-0"
Production : Based on 8 working hours about 70 pairs of cotton socks.
Packing : In wooden case.
Shipping Specification:

Net weight 385 Ibs. Gross weight 500 Ibs. Measurement: 27" X 30" X 34",

N.B.—For improvement of the machine, we rescrve the
right to alter either the design or the specification.

roved for Release 2010/07/21 : Cl, 1043R000500220029

CODE: RT-2002

IENE W W RS
INTERLOCK KNITTING MACHINE

T EES AR SE D NG EE
Exported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanng: £ B B 8
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF GHINA BUILOING

HONG KONG
CABLE ADDRESS : ** CIRECO. "
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CODE : RT - 2003

This machine is a multiple-feed, circular, latch-needle interlock stitch knitting machine
of non-sinker type, designed for producing interlock fabrics in either plain colours or a wide #g\ };\‘ H. éfk ,;1. @gx 7{%: (/% ,ﬁ@. {E.\ 7}%‘)
range of horizental stripes. With modificaticn cf its parts, it can produce tcwel fabrics »

The planned body size comes right off the machine, eliminating the slitting and

sewing of side seams SPRING NEEDLE KNITTING MACHINE

Outstanding advantages cf the machine are:

SIMPLIFIED MAINTENANCE-ECONOMY IN SPACE
Construction:- The machine features tripod censtructicr: pesitive clutch:  brass cut
cylinder and dial: hardened needle cams Ffor cylinder and dial: stationary
bobbin stand: revclving take-up and cloth roll-up: Fabric stop motion

Numi er of Feeds:- The machine is built in different cylinder diameters with ccrrespending
number of feeds as follows:-
14" <14 feeds; 157-16 feeds: 16716 Feeds:
17" 18 feeds: 18”18 feeds: 19"-20 feeds:
207-20 feeds: 21"-22 feeds

Gauge:- The cylinder and dial can be supplied in different gauges (number of
needles per inch' to suit the counts of cotton yarn handled. For example,

when using 201 cctten yam, we recommend 17 needles per inch for
fine quality fabrics and 13- 14 needles per inch for second quality.

Speed:- For 18" diameter machine, the cylinder spesd is 18 revcluticns per

Poreer reguired.:. / P in case of individual drive.

fer 6 machines in case of group drive

Output:- The cutput increases or decreases depending on the skill of the operator,
gauge and diameter, count of yarn, etc. Average 280-440 cunces in
8 hours.

Wiith of Fabric:: The width of Fabric depends on the diameter of the machine, kind of
material, ccunt of yamn, etc. When using cotten of medium counts,
we recommend diameter of machine as follows:-

For_Undenvear:-
D.ameter cf machine 19"
Open width cf fabric . T 20
For slittira_trov

machine

TR AE AR D N E g
Erported by, CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
Installation floor space 38" X 4w GRRRE &_& bl B N
X6 Hemg Fong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: "' CIRECO.”

Data for 15" Diamcter machine:-

g
Werking space required 56"
Net weight - 880 Ibs.
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COOE: RT - 2004

This machine is a multi-Feed, circular spring needle knitting machine designed for

producing cambric Ffabrics, commcn tissue or different weight of cottcn Flannel, and also

plain colour immitation of camel hair fabrics. Equipped with additional pattern attachment, F O oA v B O OB

the machine can prcduce many different kinds of fancy knitted cloth. The machine is

equipped with automatic take-up and rolling up of fabric as knit. Toke up is suspended on
ball bearing over the center cf the cylinder end is constructed for varisble production of AUTOMATIC RIB NECK KNITTING MACHINE

fabric. Fabric stop motion is applied to each cylinder.

The machine cen be arranged for individual or group drive. A positive clutch is
provided on each cylinder facilitating starting of the machine.

Machines are built in two table sizes, A and B respectively, with two cylinders
installed cn the same table. Cylinders ars available in two ranges, viz, for table size,
A-16" to 20"; B-24" to 30". Accerding to the cylinder diameters, 3 to 5 feeds are
applied to each cylinder. *

The gauge of the machine should be adapted to the kind of products.

We recommend cylinder gauges as follows:

Cylinder No. of |- Cotton
PRODUCT Diameter Cylinder Gauge | Feeds Each Yam
Recommended Cylinder Used

. : . Syl . LOSKI
Tissue cloth 16”20 32, 34, 36, 40 65x1- 40O%x

Cotton Flannel Sn". 30" 5o 22 24, 28 325x1- 1008
Cotton Flanne! 24"-30 20, 22, 24, 28 ol

Outstanding adavantage of the manhine is its capability of producing a large variety

of fabrics with finest quality as is nct pessible with ordinary knitting machines.

The output depends cn the skill of the operator, gauge and diameter, counts or yarns,
etc., and average is:

For tssue cloth-500 to 700 ounces in 8 hours;
For cotton flannel-2,000 to 2,800 ounces' in 8 hours.

DATA OF SPRING NEEDLE MACHINE
Table Size A B

Cylinder Diameter 16" to 20" 24" to 30", \:P B E %T # W e N g & 3

Working Si Required
H:rrsem%ovf’earceReqi?ruelée FEazported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
Cylinder Speed e g ae =
Net Weight 2,240 Ibs. 2,700 lbs. sanmz: 3 M B
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: '’ CIRECO. "
N.Ip.—For inyprorement of the mackine, we rescrve the
right to alter either the design or the specification.
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. L CODE: RT -
This machine is used for knitting rib necks of underwears, stockinetes or sweaters.

Specification:-  Available in different cylinder diameters with number of needles as 41 ;}-\ 8 B W 7}%

follows::-

6, 3 Shutes, 320540 necdles BOTTLE BOBBIN WINDING MACHINE
63", 3 Shuttles, 320-540 needles

7", 4 Shuttles, 320-540 needles
Power Required:- 12 HP for single machine, | HP for 3 machines in group drive
Cylinder Speed:- 75-80 rpm.
Weight :- Nett: 110 kgs. approx.
Gross: 150 kgs. approx.

Floor Space:- Space occupied 26"x26"

Working space required 4'x 5’

Attendance :- One person can operate 5-5 mac*ines

Production :- Based on 10 working hours, 400-500 shi-liangs (12%-15% kgs.) for

2052 yarn, and 300 -500 shi-liangs For 42s 2 yarn.

FoEEH AR NG EE
Exported ty CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
canne: £ B A 8
Tong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: " CIRECO."

N.B.—For improvement of the machine, we reserve the
right to alter either the design or the specification.
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This machine is used for winding yams in skeins or rewinding yams in bamboo reels into CODE: RT. 2006
bottle bobbin.

Specification :- 36 spindles, 40 spindles | ﬁ; #%‘ ( b e /g Ja )}'\ ,'E_lk )
Power Required:- | HP. for 36 spindles machine, 13 HP. for 40 spindles machine; SIZE KNITTING MACHINE

driven by an electric motor with a speed of 960 r. p. m.
Speed :- Spindles speed : 800-1000 rpm
Driven pulley : 12"-12.3/8" diam.
280-300 rpm
Slow speed for winding From skeins and fest speed for rewinding

from reels.

Nett Weight :- 800 kgs. for 36 spindles machine, 850 kgs. for 40 spindles machine.

Floor Stace:- Space occupied :
36 spindles machine 13" x4
40 spindles machine 14" x 4"

Working space required:
36 spindles machine 14" x8"

40 spincles machine 16'x8"

Production :- In package of 3.75 kgs. per 10 working hours a day with 40 spindles,

{for skein winding and rewinding}

Single yarn:
50-60 for 6s., 8s.;  32-40 for 10s.
20- 30 for 20s; 12- 14 for 32s;
8- 10 for 4Os.

Twist yarn:
30-40 for 32s; 24-34 for 42s;
14-16 for 60s;  10- 12 for 8us;
8- g for 100s.

Advantages :- 1) Direct winding from skein to the bobbin
2) Suitable for 2 wide range of yam 6s.-100s. + & E -y ‘f%‘ EE T T = AT B 3
3) High production and low power consumption Ezported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
1) Non stop bobbin changing. sanns: £ B 2 9
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ' CIRECO."

N.B.—For improvement of the machine, we reserve the
right to alter either the design or the specification.
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This machine is a multiple feed, circular, letch-needle knitting machine of ncn-sinker

type, designed For production of plain febrics in either plsin colours or a wide range of

horizontal stripes. With mcdificeticn cf its parts, it can preduce net fabrics.

The planned body size cf the underwear comes right off the machine, eliminating
the slitting and sewing of side seams.

machine are:-

INCREASED PRODUCTION

Outstancing advantages or the
SIMPLIFIED MAINTENANCE

Main Featurcs:- The machine fastures tripod censtruction: positive clutch; brass cut

cylinder; hardenad needle cams: ionary bebbin stand; revelving take

up and cloth roll up; fabric stop metion.

Numl-er of Feeds :- The machine is available in different cylinder diameters with ccrrespon-

51 157230 feads;
;187236 feeds;

Gauge :- he cylinder can be supplied in different gauges (number of needles

per inch) to suit the counts of cotten yarn handled.  For commen plain

fabrics, 19-20 ncedles per inch is recommended

For 18"

miaute.

Speed :- diamatar machi spead is 22 ravclutions per

3 HP in cace of individ

3 HP for six mechines in case of group drive.

Qutput :- skill of thz o

The cutput depends upon the

ccunt cf yarn, etc.

using 32 ¢ and 40 | cotten yarns, 320-480 oz- in 8 hrs.

When using 16 1 and 20 | cotten yarns, 480 -640 oz. in 8 hrs.

he

kind of
When using cotton of madium counts,

Width of Fadric:- width of fabric depends on the diamster of the maching,
material, ccunt of yarn, etc.

we recommand dizmeter of machine as follows:-

Fer Underwear:-
Diameter cf machine:- " 7" 18" 19" 20"

Open width of fabric:- 32" 34" 36" 38" 40"

Data for 15" Diameter Machise:-

38 xu'u”
56"x06"
660 ibs.

Instellaticn Floor space
Working space requirad
Net weight

N.D.—Fur §

right to alter eitier tac design or te specinication.

revement o) the resrve the

roved for Release 2010/07/21 : Cl,

1043R000500220029

CODE: RT -2007
WA IAM (LB oHk)
LOCKSTITCH LOOPER

TEEHARKRLED NG g E

Eaported ty CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
PETETEI I I N |
Hong Fong dgency: CHINA RESOURCES CO.
GANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: “'CIRECO."
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This machine si used for looping toe-top hosiery or sleeves to knitted underwears.
Specification :- for toe-looping, looping points: 12, 14, 16, 18, 20, 22, 24, 26, 28, 30.
Power Required:- | HP for 12 machines
Machinz Speed:-  driving pulley 25C-300C RPM
Nett Weight :- 80 kgs. approx

Floor Space:- Space occupied-2'x3’

Working space required-3'x 6’
Attendance :- | to 3 operators fer each machine

Production :- for toe-looping, | worker can loop 40 doz. pairs heavy hosiery or 20
doz. pairs light hesiery; for sleeve looping 15 doz. underwears, production

being based on 10 working hours.

Advantages :- Occupies little space, low power consumption, little labour required,
high production capacity.
Number of needles can be altered to suit fine or coarse knitted fabrics.
Guarantesd free from yam breakage or other defects with production
of, high quality.

Can be arranged for treadle drive in case electric power is not available.

N.B.—For improvement of the rachine, we restrve the

CODE: RT - 2008
s oW O’ R & R OK

AUTOMATIC FANCY HOSIERY KNITTING MACHINE
WITH HIGH NEEDLE CYLINDER

TEHERAERL 2 N LEE
&y CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATICN
canma: £ B A 8§
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: “'CIRECO."
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CODE: RT-2009

This machine is adapted Ffor knitting all kinds of new fancy socks. There are five

yarn-fingers for inter-knitting yarns of 5 colours. The latch ring opens automatically subsequent . X . " ,
m X & 77 & B #

to the completion of sock.

Specification :- ‘iv:l:l:\e in cylinder diameter of 3-12" with 160, 176, 188 and 2CO AUTOMATIC HOSIERY KN'TT'NG MACH'NE
MODEL K

Power Required:- 1 kP for each machine
Cylinder Speed ;- 2c0-220 RPM
Weight :- Nett 170 kgs. for each machine

Floor Space:- Space o
d

Working space required
Attendance :- One operater can handle 2-3 machines
Production :- Based cn every 10 working hours about 6 dez. pairs of socks
Advantages:- Lew power censumpticn, producticn capa
Suitab'e for knitting sccks of mercerized

Welt can be knitted witf

and jacks

TR ERERL D N 8§
Ezported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sxrag: F WM o 9
Hong Eong Agency- CHINA RESOURCES CO.
BANK OF CHINA BUILOING
HONG KONG
CABLE ADDRESS: ' CIRECO. "
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CODE: RT-2010

This machine is specially manufactured for knitting Fashionable seamless stockings.

The welt transfer and hosiery fashion are knitted automatically. }i & ’2. 77 ﬁ%i #‘;‘i‘ #ﬁi
Ea % : 2

Specification :- The machine is available in different cylinder diameters and number of

needles as follows:- AUTOMATIC HOSIERY KNITTING MACHINE

3" Diam. 96, 120, 140 needles for 6s and 20s counts yarn.
31" Diam. 160, 176, 188, 200 needles for 32s/2 and 4252 counts yarn. B
33" Diam. 220, 240, 260, 280 needles for 6Cs 2 and 845/2 counts thread.

Power Required:- 3 HP for single machine, 5 HP for 12 machines in case of group drive.
Cylinder Speed:- 2u50-260 RPM
Weight :- Nett 160 kgs., gross 180 kgs.

Floor Space:- Space occupied: 1' 6" x 2" 6"
Working space required: 2" 6" x 5' 0"

Attendance :- One operator can handle 6-12 machinas.

Production :- Based on 10 working hours:

" Cylinder diam. machine: 5-8 doz. pairs of socks.

3 : 4.5 doz. pairs of socks.

33

1 2-4 dez. pairs of socks.

Advantages:- Automaticaily knits welt, simple operation, low power consumption,

high production capacity, smocth and first class products possible.
Handles mercerized cotten yarn, cotton threads etc.

Welt can be knitted with any desired elasticity, sole size and heel

height can be adjusted by the chain.

Stop motion in case of needle breakage by signal bell.

FEEH KR NG LR
Faported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
eecme: £ B A 8
Hong Keng Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO."

N.B.—For improvement of the machine, we reserve the
right to alter cither the design or the specificalivn.
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This machine is specially manufactured For knitting socks after the rib top is completed. CODE: RT - 5001

It is to be fixed on the cylinder provided with equal number of needles to complete

it of the t top scck. w9 B 4L EP M (g kR R

Specificaiion :- Available in different cylinder diameters with number of needles as CYLINDER JOB PRESS
‘e !
o o, 1 s o 6 nd 200 o WITH FLYER DELIVERY
3" Cylinder diam. 96, 120, 140 needles for Os an s counts yarn.
MODE CJQ

33" Cylinder diam. 160, 176, 188, 200 needles for 32s/2 and 42s/2
courts thread.
31" Cylinder diam. 200, 220, 260, 280 needles for 60s/2 and 84s/2
counts thread.
Power Required:- % FP forsingle machine, 5 P for 12 machines in case of group drive.
Cylinder Spced:- 2¢0-285 RFM.
Weight :- Nett 150 kgs., gress 170 kgs.
Floor Space:- Space occupied ...
Working space required
Aliendaiice :- One operator can handle 2-3 machines

Production :- Based on 10 working heurs.

3" Cylinder diometer machine: 7-9 doz

3} 1 7-8

ST " sl "
Advantages :- Low power consumption, high production capacity.
Handles mercerized cotton yarn, cotton threads. etc.

Welt can be knitted with any desired elasticity, sole size and heel

height cen be adjusted by the chain.

Stop motion in case of needle breskage by signal bell.

TEHERBERALD NF EE
Exported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
) sarng: £ B A 8
Hong Kong Agency: CHINA RESOURCES CO.
SANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: " CIRECO."

N.B.—TFor improtement of the machine, we rescree the
right to alter cither the design or the specification.
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CODE: RT - 5002

Model CJQ is a stop-cylinder letter-press For ordinary job work. Constructional

features include: carriage drive by rod motion with 2 roller tracks; cylinder inking unit with ,g‘]_ FE] 4
T B W R
t

3 inking rellers; ink box with duct blade. Delivery cylinder is of the clear off type and
the rotation of the impression cylinder is stopped by a handle. PAPER CUTTING MACHINE
: ’

Paper is fed by hend and delivered to the pile board by flyer system. The press is MODEL PC-36

srranged for motor drive but at the same time it can be driven by foot treadle.

Models: CJQ

Sheet Size: 457x610 mm (i8"x24")
Type Bed: 483x635 mm (19"x25")
Chase, inside measurement: nu5x597 mm (173"x23%")
Type Matter Lccked in Chase: 457x 610 mm (18" x24")
Impressions per Hour: 1500

Flywheel Revolutions per Impression:

Installation Floor Space: 18001250 (72"x50")
Pulley Diameter x Width: 300x50 mm (12"x2")
Weight: Net: 100 kgs. apprex.

Gross: 1500 kas. approx

Shipping Space: 3 cubic meters approx

THRHEH LIRS D NG KE
Errorted y CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
fzrzz: ¥ B B9
flong Kemg Agenc: CHINA RESOURCES CO.

HONG KONG
CABLE ADDRESS. * CIRECO."
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This machine is so arranged that it can be driven either by hand or by power. It
is of sturdy construction and has a high production capacity. The knife is automatically
disengaged at its highest positicn. The knife holder is provided with double side connecting
rods for diagonal cutting. The height of the table can be adjusted to avoid under or over
cutting. The back gauge is adjusted by means of spindle and crank. The pressing beam
is operated by a hand wheel. For power drive, an electric motor of 13 H. P. is required.

Starting and stopping of the machine are effected by a coupling clutch operated by a hand

CODE: RT - 5003

lever. This model is constructed for small enterprise, but can be utilized as a gcod auxiliary

machine in large printing establishments.

Model: PC-36

Length of Cut: 915 mm (26")

Height of Stack: 130 mm (5-%")

Table Surface: 1070 x 915 mm (424" x 36%")
Installation Floor Space: 2060 x 2400 mm (82" x 96")
Weight: Net: 1100 kg. approx.

Gross:  14CO kg. approx.

]
o
W
E
S

Shipping Space: 2.5 cu. m. apprex.

BANK OF CHINA BUILDING
CABLE ADDRESS:

FTEHERBERLEe NI &4

ZEzported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
Hong Kong Agency: CHINA RESOURCES CO.

ZINC PLATE GRAINING MACHINE, MODEL GM

N.B.—For improvement of the machine, we reserve the
right o alter cither the design or the specification.
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THIS MACHINE s for cleaning and graining zinc plates For offset works. CODE: RT - 5004

Gloss, ceramic or steel marbles with sand are used, which may be supplied, if required.
N S 7 B

It is directly driven by motor through vee belting.
.

AUTOMATIC PAPER CUTTING MACHINE,

MODEL PC - 50
Model: GM

Inside Measurement of Box: 1730 x 1270 mm (68" x50")
Speed: 120 rpm

Installation Floor Space 2000 x 1450 mm (80" x58")
Motor : 13 H.P.

Net Weight: 1150 kgs. approx.

Gross Weight : 1400 kgs. approx.

Shipping Space: 3.6 cu. m. approx.

vOE G AR A kg
Frported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
senes: B B g
Tlong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: "' CIRECO,"

N.B.—For improvement of the machine, we reserve the
right to alter cither the design or the specification.
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This machine is especially suitable for large Ffactories desirous of having a modern CODE: RT - 5005

machine of high output. Clamping of the material, cutting and raising of the knife take
place automatically. The automatic clamping device acts immediately after the machine has = @ W é& ﬁ%

been started; it transmits pressure upon the full depth of the pile. Mechanical forward and

backward movement of the back gauge are controlled by a lever. The exact distance THREE KNIFE BOOK TRIMING MACH[NE MODEL BT
between the knife and the back gauge is indicated by a cutting space indicator which, in 4
conjunction with the side gauge cn the front table, facilitates f-_eeding and ensures perfect
square cut. The main shaft is equipped with a multi-disc clutch, by means of which the
cutting pressure can be regulated. The machine is driven by an electric motor, all driving
belts being effectively guarded.

Model : PC-s0

Length of Cut: 1270 mm (50")

Height of Cut: 130 mm (5-1'8")

Time per Cut: 4 seconds

Installation Floor Space: 2450 x 2600 mm (98" x 104")

Motor:

Weight : : . approx.

Shipping Space: Il cu. m. approx.

TR GE AW N s
Zaported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
cannt: £ B A F
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO."

N.B.—For improvement of the machine, we rescrre the
right to alter either the design or the specification.
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This machine is very popular to book-binding factories. It simultaneously trime stacks CODE: RT - 5006

of paper, books, etc. on three sides. The automatic clamping device acts before the cutting
operation; it transmits pressure on the entire top surface of the pile. The adjustment of the ’Z'E‘ ?ﬁ )‘:’T Z *%‘

side-knives and of the back gauge, which becomes necessary for trimming a pile of another

size, can be made in the most simple manner. Form plates of different sizes can be WlRE STlTCHlNG MACHINE, MODEL WSP

supplied at buyers’ option.
The cutting zone is protected with guard screen so that the machine is accident proof.

Model: BT
Number of Cutting Knives: 3
Time of each Cutting : 10 seconds

Minimum Size to be Cut: 51 x 78 mm (2" x 3-1/8")
Maximum Size to be Cut: 254 x 406 mm (10" x 167)
Height of Stack: 57-132 mm (2}"-51")
Installation Floor Space : 2200 x 2100 mm (88" x 84”)
Motor : 3 H. P

Weight : Not: 3600 kg. approx

Grass: 3800 ka. approx.

Shipping Space : 9.2 cu. m.

R E W e N R
Faported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
spang: £ M A 8
Hong Fong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLF ADDRESS: *'CIRECO."

N.B.—For improvement of the macline, ws rosorre th
right to lter cither the design or the specification.
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CODE: RT - 5007
This machine is specially made for book binding work. It is driven either by electric
motor or by treadle. For book binding, roung shaped wire is used, the staple is struck i@ kf(‘ f%‘
£

from underneath and is bent Forward.

LIFTING TRUCK MODEL LT

fodel: wsp

Thickness : 15 mm (5'8")

Staple Length: 12.7 mm (§")

Maximum Capacity : 120 staples per minute

Installation Floor Space: 686 x71l mm (27"x28")

Motor 1 H. P,

Weight : Net: 160 kg. approx.
Gross: 230 kg. approx.

Shipping Space: I cu. m. approx.

T EEREWK LD N F & E
Eaported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanms: ¥ W A g
Tong Fong taency: CHINA RESOURCES €O.

HONG KONG
CABLE ADDRESS: ** CIRECO. "

N.B.—For improvement of the machine, we reserne the
right to alter cither the design or the specification.
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One of the important operations in any printing establishments is to handle materials

efficiently. This hand lifting truck facilitates material handling, thereby reducing production

cost.

Model :

Maximum Load:

Lifting Height:

Size:

Weight :

Shipping Space:

LT
750 kg.
660 mm (26")

960 x 470 x 160 mm
(38" x 183" x 617

Net : 18 kg. approx.
Gross: 140 kg. approx.

0.256 cu. m. approx.

. B.—For imurorement of ths machine, we reserce the

right to alter cither the design or the specification.

CODE: R T-5008

500 M A R MO

HYDRAULIC MATRIX MOULDING PRESS
500 TONS CAPACITY

TEEHARLE D NG KEE
Exported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
caneg: £ B R 9
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ' CIRECO."
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CODE: RT - 5009
Speed of Matrix Moulding: 20 sec. per matrix

Maximum Pressure: 500 tons

2 A e ¢ A
Effective Pressure for Moulding &k ~ = % P ﬁll #&

Newspaper Matrix : 260 - 320 tons

Mesimum i of Mot 40 % 700 1 TWO REVOLUTION MACHINE
Maximum Width of Working Table: 720 mm. MODEL 31 <FULL S‘ZE)

Power Required: 13 H.P.

Overall Dimension: Length 1.64 x width | x height 1.6 meter
Net Weight: 3.800 kg. approx.

Gross Weight : 4,050 kg. approx.

Shipping Space: 2.66 cu. meter approx.

TR E AR DGR
Faported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanee: £ B A 9
Hong Kong Agenen: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ' CIRECO,"

N.B.—For improrement of the machine, we reserve the
right o aller either the design or the sy ccification.
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1. Specifications :-

Press Table Dimension ..

Size of Roller (diameter x length). ..
Roller Rail (Height)

Size of Ink Duct (Widthx length)

Maximum Size of Sheet
2. Mechanical Features:-

Type

Impressing Pressure
Speed of Printing Reller
Impressions per mimute ...

Track of Distribution Rollers...

Sanitized C ved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7

1274 x 981

@ 533.4x1168
23.44
1150 x Q05

1100 x 8CO

Single Printing

Roller with increasing pressure
5 Kg cm?

36-62 rpm.

18-31

(1) 40 mm

(2) 38 mm

Power: A. C. motor, 3 phase, 50 cycle, 220 380 volts, 5.5 KW, 1450 rpm.

Dimensions : 4200 x 2700 X 1700 mm

Weight : approx. 9800 kg.

N.B.—For improvement of the mackine, we rescrr
right to alter cither the design or the specification.

RT-5010

% F K
CAS_TING MACHINE,
MODEL TCL

vEERMBERAL D N DG
Jrported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanne: # B R 9
ITong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO.""
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This machine is developed for high speed casting of sharp and clean types. The
essential parts are made of high grade carbon steel, those which are subject to wear as
well as the shafts are hardened and heat treated. The most important part of this ma-
chine, the matrix case, is made of special chromium alloy steel and precision ground
ensuring production of sharp metal types. It is arranged for heating by electric current,

1

consuming about 3 KW. The machine is equipped with a ¥ H. P. electric motor and a

type casting case, the size of which is at buyer's option.

Model : TCL

Casting Range: 6 points to 28 points

Production per Minute: For 6 points, 130-150 castings

Installation Floor Space : 850 x 650 mm (34" x26")

Weight : Net: 420 kg. approx.
Gross: 485 kg. approx.

Shipping Space: Il cu. m. approx.

\B.—For improrement of the machine, e reserre e

right to alter eitler the design or the specification.

roved for Release 2010/07/21 : Cl,

1043R000500220029

CODE: RT-5011

% F &

TYPE-CASTING CASE,
MODEL TCC

TR GE AR D N et
Eaported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
saans: £ B A 9
Tong Kong Agencu: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS. "' CIRECO,"
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These Casting Cases are made of special chromium alloy steel, precision ground
and heat treated ensuring production of clear and sharp metal types. They are available in

three models:

TCC-A: Fixed model used for casting assigned sizes of types.

TCC-B: Adjustable model used for casting various sizes of types of uniform
height.

TCC-C: Universal quotation casting box for casting hollow types from No. 2 to
No. 6.

CODE: RT-5012

Each type-casting case is provided with 3 sets of steel moulds, specification of

%

which is at buyer's option.

Dimension: 230x180x90 mm (9"x7"x 3%")

Weight : 4 kgs. approx,
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ported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
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Tong K

.—For imurcvement of the suaciine, we reserve the
right to alter either the design or the specification.
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CODE: RT-5013
This oven is characterised by its simplicity and efficiency. It can be installed at any

place to cast stereo-plates for Model RP 1-64 and RP 4-64 largh size Rotary Presses. Metal i A ¢ /%II *%:
is pumped through a charge pipe and forced into the casting bex by pushing its hand-lever. / ﬁ ﬁﬂ F

A single stroke of the lever will deliver a quantity of metal sufficient to form one plate.

PLATEN PRESS, MODEL PP- 14

Soecifications :
Capacity of Pot: 2,600 kg. of lead alloy
Displacement of Pump: 8,600 cm?
Surface of Oven Grate: 3,726 cm?
Fuel Used: Bituminous Coal
Net Weight: 2,500 kg. approx.
Gross weight: 2,800 kg. approx.

Shipping Space: 5.5 cu. meter approx.

Attached Equipments:
2ached Equipments:
I pc. Thermo-couple Pyrometer

Chimney 7 mx200 mm @

PoEE R MKW e NF S
Eaported by CHIN‘A NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
cavns: £ MW A 8
Homg Kong 4gency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO."

N.B.—For improvement of the machine, we reserve the
right to alter either the design or the specification.
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CODE: RT-5014
This is a fine art platen press suitable for general job printing and also for half-tone

and zinc block works. It is built with sturdy bed and frame, a single disc and self-inking ! _ ~

apparatus, friction clutch and brake, It is capable of a wide range of printing, requiring | 70 ﬁ: 2 /ﬁ"’] 7%2.

minimum power and space. PLATEN PRESS’ MODEL Pp - IO
Model: PP - 14 j FOR TREADLE DRIVE.

Chase, inside measurement : 330x 432 mm (13"x17")

Size of P'aten: 355x508 mm (14" x20")

Impressions per Hour : 1260

Installation Floor Space: 1270 x 1880 mm (504" x74")

Motor: I H. P.

Weight : Net: 1,200 kg. approx
Gross: 1,500 kg. approx.

Shipping Space: 3 cu. m. spprox.

v EEHMBER AL NFEE
Jisported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
saams: £ M A 8
Tong Kong -Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: " CIRECO."

N.B.—For imprcvement of the machine, we reserve the
right to alter cither the design or the specification.
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This model has a strongly built

for Perfect inking distribution.

Sanitized Copy A

vertical bed, a single dicc and self-inking apparatus

It is equipped with a device for regulating and throwing

off impressions in any position of the platen.

Model :

Chase, inside measurement:

Size of Platen:
Impressions per Hour:
Installation Floor Space :

Weight:

Shipping Space :

 improvement of the mac

) e reser e the

PP-10

254 %381 mm (10"x15")
279 x 406 mm (11"x16")
1200 to 1800

1422 %1219 mm (56" x 48")

Net : 530 kg. approx.

Gross: 650 kg. approx.

1.7 cu. m. approx.

right to alter citner the design or the sreciication.

roved for Release 2010/07/21 : Cl,

CODE: RT-5015

1043R000500220029
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CODE: RT-5016

This rotary press is capable of printing newspaper with a daily circulation from
50,000 to 100,000 copies. The censtructicn has been carefully designed with due con-

sideration of the large’ dimension of the cylinder of 4-plate width. It is both essy to _ﬁ‘i ;}% ﬁ A FR i gg ep ﬁ}}. *%2

install and to dismantle. Every part is so designed as to simplity the operation.

This Rotary Press is composed of two printing units and a second colour unit which

is fixed on the top. The oil ring lubricated bearings of the cylinder are completely enclosed UNI-REEL 8 - PAGE NEWSPAER ROTARY PRESS

and fitted with an eccentric mechanism for adjusting the center of the shaft to ensure
printing accuracy and correct pressure. Its main drive comprises of a 35 h. p. A. C. ccm-

mutator motor with push button cenirol for speed regulation. To stop ths rotary press, sn MODEL PR |-32
electromagnetic brake is provided.

. This Rotary Press is equipped with a tapeless double Folder and one of 45° turning
ars.

This press handles paper reels of 64" width, but those of 63" are also adaptable

For feeding the paper there is a 5 H. P. motor but a hand feeding lever is also
provided.

Technical Data:

Maximum Printing Surface e e lLu‘”xl\

Size of 4-page paper (with 64" width reel) e e e e 22"x32"
Printing Diameter .. Lo R e 14"
Number of Platss TR R 16 pes.
Number of Platss for Second Colour ... . e e e 8 pes.
Thickness cf Plates .. e e 14 mm.
Thickness of Blanket e e e e e e 5 mm.
Standard Speed... .. .. . e "12,500 oyl rh
Maximum Speed ... ... . e e . 13,000 cyl r/h

Output :

No. of Shzets F No. of Pages
per copy P Copies/Hour with Colour Width of Reei

100,000 bu"

50,000 6u"

25,000 48"

25,000 64"

double 12,500 18"
12,500 ou”

FN e

Power Required... ... ... ... .. .. . . .o . 35 H. P.
Overall Dimension ... ... . ST ength 53 m
width 4.5 m.

height 2.65 m.

Net Weight (including electrical equipment) ... ... ... ... 29,500 kg. apprex.
ross Weight (including electrical equxpment) e 32,500 kg. approx.
Shipping Space ... ... . . eee .. ... 465 cu. m. approx.

Stan(ia_r.d_EluiDment :
- Sterec-plate Casting Machine Model RD- 12 TEERARLE e N FE L
1-Automatic Boring Machine (Autoshaver) Model RF-14 Fzported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
1-Melting Oven with Pump Model RN - 14 sanme: £ W B 3§

1-Hydraulic Matrix Moulding Pump 500 Tons Capacity, Model PH -2 vong Kong tomens CHINA RESOURCES CO.

BANK OF CHINA BUILDING
HONG KONG
CASLE ADDRESS. "'CIRECO."
N.B.—For improvement of the machine, e re
right to alter either the design or the sp
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CODE: RT-5017

This Rotary Press is designed for printing 10,C00 to 50,000 copies of newspapers
daily. It is also adaptable to book and job printings. Rigidity in ccnstructicn and simplicity

in cperstion are its essential festures. Its main frame is of the arch type which provides @J & }%& H

ample working space, and its parts are arrangsd within convanient reachss of the worker.

This press is composed of 2 printing units and a second colour unit which is fixed
on the top. The oil ring lubricated bzarings of the cylindar ore completely enclosed. An 6
eccentric mechanism is provided for adjusting th> center of the shaft to ensure printing PLATEN PRESS MODEL PP - l
accuracy and correct pressurz.  The length of the cylinder is equal to the width of two plates.

The press is comolete with cne tapeless folder. Exch complete issue of the nawspaper
will be autometically folded into two plaits by means cf the fclding triangles and cylinders
and sent out of the rotery press in ccnsecutive crder through its tape delivary. A ccunter
with recordirg marks for evary 25 copies cr 50 copies of nawspapers deliverad, is attached
to the press for purpose of computation.

The press takes a single paper rael of 32" width, bus reels from 31" up to 34" are
also adaptsble.  Lifting e for paper rezl is providad to s work end time. Ansther
convenient feature is that two such presses can bs ccnnected tcgether to cenvert into a
two-reel 16 pagz prass.

The electric drive consists of a variable speed A. C. commutator motor with remote
control of speed by push buttons

In case of emergency an electro-magnstic brake autcmatically stops the machine.
Technical Data:

" x 2l
" x 32"

Mex'mum Printing Surfece .

Size of 4-p py with 327 width real)
Stenderd Width cf Paper Reel

Printirg Dic

Number cf Pistes 8 ocs.
Number ¢f Plates for Second Cclour 4 pcs.
Thickness of Plates 14 mm.
Thickness of Blanket [T 5 mm.
Standard Speed ... ... ... ... .. .. . co e .. 12,500 cyl r/h

Output: Average as Follows
No. cf Sheets  No. of Page  Copies Hour  No. of Pages  Width of Reel

with Cclour

per_cony

2 50,0c0 [ 32"
u 25,000 2 32"
8 12,500 n 32"

2

Power Reguired . . . . . . 20 H. P.
Overall D'mersicn... ... . length 5 x width 3.5 x height 2 meters

Stendard Equisment includes cne each of : " %
N ¢ N =
1-Marix Moulding Press I-Reuter with Electric Drive TEE SN MARE D N
1-Oscillating Cup Cesting Plant 1-Shaver fer Curved Sterecs Ezxported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
1-Melting Pot. 1-Trimming Apparetus ‘ P éqf_; B a9
set and elactric equipment’ : 12,650 kg. ‘approx. Tiong Kong Agencu: CHINA RESOURCES CO.
BANK OF CHINA BUILDING
HONG KONG

Total Weight -including stereotyping
Gress Weight 12,250 kg. apgrox.
Shipping Space 22.65 cu. m. approx.

N.L.=For iniprorement of the mackine, we reservre the

right to alter either tie design or the syecizeation.
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CODE: RT-5018

In introducing this platen press we provide a machine which produces finest tint work

as well as ordinary job work at highest speed. Bed and frame are cast in one piece. The %‘]_ F%EJ H}ﬁi Wi ‘J‘T 7}7% #%

machine is Furished with two tahsion rods, cylindrical inking with Four inking rollers, friction

clutch and brake. Operation of this machine requires minimum power and space.
Model: ppI6 SINGLE COLOUR OFFEST MACHINE
v MODEL OHF WITH FLYER DELIVERY
MODEL OHC WITH CHAIN GRIPPER DELIVERY

Chase, inside measurement: 394 x 560 mm (153" x 22")

Size of Platen: 420 x 585 mm (163" x 23")

impressicns per Hour: 1500

Installation Floor Space: 2032 x 1321 mm (80" x 52")

Pulley, diameter x width: 330 x 75 mm (13" x 3")

Motor: 2 H. P,

Weight : Net: 1500 kg. approx.
Gross: 2000 kg. approx.

Shipping Space : 3.8 cu. m. approx.

TEER SR L DN EE
Exported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanme: 3 B A 9
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ‘' CIRECO."

N.B.—For improvement of the machine, we reserve the
right to aller cither the design or the srecification.
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This is a popular machine for any offset printing establishment, capable of handling

chain gripper delivery at buyers' option.

Model:

Printing Surface:
Plate Size:
Paper Size:
Blanket Size:
Production:
Drive Ratio:
Pulley, Size:

Motor:

Installation Floor Space:

Weight:

Shipping Space:

intricate colour printing on any kind of paper. It is provided with either flyer delivery or

Other unique features of this machine are:

improved inking device, dense and sharp impression and perfect register.

OHF & OHC

610x915 mm (24"x36")
725x915 mm (283" x36")
610x915 mm (24" x36")
864x915 mm (34"x36")

2700 sheets per hour on one side.
5:1

550 mm (22") diameter

3 hop

3000 %2000 mm (10'0"x6'8")
Net: 3500 kg. approx.
Gross. 4360 kg. approx.

12 cubic meters approx.

roved for Release 2010/07/21 : CIA-RDP8'

1043R000500220029

y
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CODE: RT-5019

STEREO-PLATE CASTING MACHINE

MODEL RD-14

OB GE MR oo kR
FExported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
saems: £ M A 8]
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO,"

N.B.—For improvement of the machine, we reserve the
right to alter either the design or the specification.
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CODE: RT - 6001

This machine is designed for mechanical casting of curved stereo- plates for rotary

presses. It is oftenly used in combination with Model RN- I4 melting oven. Left or right #* 7}%’;

hand operated types can be supplied as required.

HIGH SPEED CIGARETTE - MAKING MACHINE

The installation of this machine is simple as only a concrete foundation is required

for the work.

It comprises of a turnable vertical cylinder in the center of a curved casting box.
After the machine is set in motion by a lever movement, molten metal is pumped into the
mould and a stereo-plate is formed. Thereafter, the stereo-plate travels with the cylinder

and is trimmed. Water cooling system is provided throughout the entire casting process.
Spe tions :
Dimension of Stereo-plate: To customers’ requirement
Capacity : | plate per minute
Power required: 74 H. P,
Space Required for Machine
(including Oven & Pump) in sets: Length 2x width height 2 meter
Net Weight: 2,000 ky. approx.

Gross Weight: 2,200 kg. approx.

Shipping Space: 4.8 cu. meter approx.

voEEH AW NS EE
Faported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanme: £ W A 9

Hong Keng Agenc: CHINA RESOURCES CO.

BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: ''CIRECO."
N.B.—For improvement of the machine, we rescrre the
right to altar cither the design or the specification.
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Specification: CODE : RT - 8005
Production per minute ... ... ... ... ... .. .. 1000 pcs. (About 80 to 9O kgs.

of tobacco are required to produce 50,000 cigarettes) 4l B2 \ . 2 ﬁ
4 LI B 7 e S
Length of Cigarette ... ... ... o e e e e e e e e e s 7O MM
Power Required ... ... .. .. .. i eee wei e 2.3 H. P Motor 1450 rpm.
Floor Space (LxWxH) ... . e e e e 0 fex 6 Fex TR S AFETY PIN M ACHI N ES.
Packing ... ... .. . . © eee eei e i w ..dn two wooden cases.
a) Measurement cf Case # ... e e e . 0B x 3 x5 f
b) Measurement of Case #2... .. oo oo e e e 0 X5 x 73 fe.
Weight e e e oo e won Net: 2500 kg.

Gross: 3100 kgs.

Auxiliary Machines
Tobacco Cutting Machine with 10" knife: Capacity—140 kgs hour
Tobacco Cutting Machine with 16" knife: Capacity - 450 kgs. hour
Stem Crushing Machine: Capacity---200 kgs/hour
Cigarette Carton Making Machine
Waxed Paper Wrapping Machine
Packing Machine
Knife Grinding Machine
Tobacco Drying and Cooling Machine
Unpacking Machine
Tobacco Leaves Steaming Machine
Tobacco Leaves Baking Machine

Flavour Mixing Machine

TEEHR AR LR NG G
Eaported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanzs: & B B 9
Hong Eong 4gency: CHINA RESOURCES CO.
BANK OF GHINA BUILDING

HONG KONG
CABLE ADDRESS: ‘' CIRECO."

N.B.—For improvement of the machine, we reserre the
right to alter cither the design or the specification.
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WIRE STRAIGHTENING, s
CUTTING & SHARPENING # TR ER

MACHINE  ITEM I LOCK MAKING PRESS

WIRE COILING MACHINE

¥ & 2

LOCK GRIPPING PRESS
ITEM &,
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Item 1 Wire Straightening. Cutting & Sharpening Machine.

By means of this machine, low cardon steel wire in the ferm of coils is
straightened, next cut into blanks of definite length (say 6.7 em), and then
one end of the blank is ground to form a sharpened point.

Motor required: 13 HP, 960 RPM

Overall Dimension: 1630x 1150 x 1450 mm

Weight: 800 kg.

Qutput: 120 pieces per minute

Item 2 Wire Coiling Machine ! > :
The blank with cne end sharpened is coiled or bent into the required form éflﬁ ﬁff- ‘%:- *% %‘7”; 4%
with a helix giving the effect of a spring.
Motor raauired: & HP, 960 RPM
ive:“ Dimensions: 870840 x 1020 mm BISCUIT BAKERY EQUIPMENT
eiaht: 40 kg.

Qutout: 120 pieccs per minute

Itent 3 Lock Makina Press
The Press is of dual action type. In one action, raw material steel sheet
is cut into small piece as blank for the other action, under which the blank
is pressed to form Lock (but not in its final form).
Motor required : 960 RPM
Overall Dimension: 660 x510x 1600 mm
Weight: 310 kg.

Output: 144 pieces per minute

Item 4 Lock Gripping Press
The coiled wire and the Lock after being assembled by hand is fed, man-
vally, into this Press, in which the Lock is pressed into the final form.
Motor required: 4 HP, 960 RPM
QOverall Dimensions: 980x950x 1010 mm
Weight: 270 kg.
Output: 120 pieces per minute

Remarks: The Finished product is then electro-plated and the processes are:
a. barreling, to cleanse the safety pins.
b. copper-plating, preparatory to nickel plating.
o kel lating oE BB R KRR N
i Exported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sannmg: £ W A 8
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ** CIRECO. "

Particulors for such equipment, as well as those of Punch & Dies for
Punching Presses, will be supplied upon request.

N.B.—TFor improvement of the mackine, we reserve the
right to alter either the design or the specification.
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&=

BISCUIT DOUGH MIXER
MEDIUM SIZE

BISCUIT MOLDING PRESS
MEDIUM SIZE

24

BISCUIT MEAL - SHEETER
MEDIUM SIZE
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Specification : CODE: RT-8001

I. Biscuit Molding Press (Medium size) 4 #f 4F A (+ &) _
5 .
a) Adjustable Thickness of Meal Sheets 3-19 mm 77%5!; X 3 4 #

b) Adjustable Speed of Molding 15-130 times per minute.

c) Output Capacity per hour ... ... Maximum 370 kgs. P | N M A Kl N G M A C H | N E
Minimum 120 kgs.

d) Power Required ... ... ... ... 7% H.P. Motor

2. Biscuit- Dough - Mixer (Medium Capacity) 4 # #% (+ #)
a) Dimension... ... ... ... .. .. Length 1700 mm
Width 889 mm
Depth 1700 mm
b) Flour Treated per Batch vee .. 120 kgs.
¢) Power required ... ... .. .. 3 HP Motor

3. Biscuit Meal-Sheeter (Medium Size) K. F #(+ #)
a) Dimension of Table ve. +.. ... Length 2700 mm
Width 800 mm
Height 840 mm
b) Attached Equipment:
Rubber Belting 76 x 3556 mm... 2 pcs.
Motor Bele Pulley oo o o 1 pes
Foundation Bolts ... ... ... 4 pcs.
¢) Power Requied ... ... .. .. 5 HP Motor.

4. Circulated Turbo - Fan Oven 8% i
a) Type ... .. ... 10 trays, 5 shelves, 2 layers in concentric
Oven Co;.veyor; Outer Diameter 3150
Height 3300
Length of Conveyer Axis 4970
b) Size of Fire-Brick Oven Shell ... Length 4700
Width 4700
Height 7000
¢) Power Required ... ... .. .. 2 HP Motor.

OE GE AW E o N R E
Eaported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sarmg: F B B8
Hong Kong Agency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: * CIRECO.”"

N.B.—For improvement of the machine, we reserve the
right to alier eithicr the design or ihe spesifications
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CODE: RT - 8002A
Specification:
Revolution: ... oo woo e e e e e e e e e

300 R. P. M.
Raw Materials Required

L ieaViesWe a & R K #K
Production .. oo oo e o o e e e o cm per 8 hours v AUTOMATIC MOULD
Measurement ... ... ... o e e e e o o w o Length 52 inches FOR MAKING DRINKING GLASS.

Width 48 inches

Height 52 inches
Weight 625 kgs.

Motor Required ... ib-2H.P.

TEEHER LD NFEE
Raported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
canes: £ B A 39
Tteng Fong dgency: CHINA RESOURCES CO.
BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: " CIRECO,"
N.B.—For improvement of the machine, we reserve the
right to alter cither the design or the specification.

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7



Sanitized Cof ved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7

CODE: RT - 8002B

Driven by electric motor. Compressed air of 40-45 Ibs./sq. in. pressure is used.

Suitable for making drinking glass. Machine revolves at 11-19 revolutions per minute.
Production: 9CO doz. per 8 hour-day * él ?ﬁ @ 122 7}%
Overall Dimensions : 240 x 135 x 110 cm. SEMI-AUTOMAT‘C MOULD
Weight : 1850 kgs. FOR MAKING DRINKING GLASS.

® Power Required: 12 kw.

T EEHRBERLE R NG R E
Faported ty CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sarmg: £ B A F
TTong Fong Agency: CHINA RESOURCES CO.
BANK OF GHINA BUILDING
HONG KONG
CABLE ADDRESS: "' CIRECO. **

N.B.—For improvenent of the machine, w: rascree the
right to alter either the design or the specificalion.
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Suitable for making drinking glass, dish, etc. with maximum height of 8 inches and CODE: RT - 8002C

diameter of 6 inches. Compressed air of about 45 Ibs./sq. in. pressure is used.

Production: 450 doz. per 8 hour-day = 4& % ak ‘ﬁ'f(‘ #}Q
— R=7

Overall Dimension: 964" x 52" x 32"

Weight 1,650 kgs. BOTTLE BLOWING MACHINE
WITH 3 MOULDS.

vE EHAERLE D NG EE
Frported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
canms: B A 8
Hong Kong Agency: CHINA RESOURCES CO.

BANK OF CHINA BUILDING
HONG KONG
CABLE ADDRESS: ** CIRECO.

N .B.—For improvement of the machine, we reserce the
right to alter cither the design or the specification.
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Usage: Capable of blowing glass bottles CODE: RT- 8003

of 50 to 500 cu. cm. contents.

Capacity : About 6,000 pes. per 8 hour-day j’il( 5& 7}%.
Overall Dimension: 20" x 29" x 65" STUD MAKING MACHINES
Weight : 850 kgs. e AL g o AF 1Y fran s
AR B T SIS B
Compressed air of 25 to 30 Ibs. per sq. in. pressure is to be used for blowing the PUNCH PRESS (FOR MALE PART OF STUD)
glass bottles. ITEM No. A-1

YA e
PRESS (FOR MALE PART OF STUD)
ITEM No. A-2

vEEHMARER NG EE
Eeported ty CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
exans: & M B9
Hong Kemg dgency: CHINA RESOURCES CO.
SANK OF CHINA_ BUILDING

HONG KONG
CABLE ADDRESS: *'CIRECO."

N.B.—For improvement of the machine, we reserve the
right to aller either the design or the specification.

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7



Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7

B AL Barda b BH

PRESS (FOR FEMALE PART OF STUD) WIRE SPRING MAKING MACHINE
ITEM No. B-1 ITEM No. C.

ZAFAL AR T AN
PUNCH PRESS (FOR FEMALE PART OF STUD)
ITEM No. B-2

B oo R
DIES.
F PR Bk g
HAND DRIVEN PRESS (FOR FEMALE PART
OF STUD) ITEM No. B-3
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Specications: CODE: RT -8004 A

Nome |Spinde ke | B2 gy Ovrll damanin | Veigh | Oust po WOK B Y% AR R

P 1R
required m/m g min.

machine| rpm

A) 1 150 2% 960 | 1220 x 1070 x 2160 pes. WOOD SCREW MAKING MACH!NERY

(A)2 | 140 112 960 | £30x 310x 770 pes.
® 1| 150 2% 960 | 1220 x 1070 x 2160 pes.
®) 2] 150 2 960 | 990x 6gox1710 pes.
B3 390x 210x 410 pes.
(@] 150 960 | 950x 6gOx 970
(D) 500 7%

All power drived machines are coupled to the motor by Vee belt.

The name of machine is listed and explained as follow:
NAME OF MACHINE
(A) For Male part of Stud
I. Punch Press for cutting copper of zinc alloy strips into pieces and at the same

time bead and sewing holes are formed and edge is turned downward.

2. Press for folding the edge of the stud.

(B) For female part of Stud (A) WIRE DRAWING MACHINE (ARRANGED IN SERIES)

. Press for making bead and sewing holes on strips, Specifications:

. o . . . T T
. Punch Press for cutting strips into pieces and at the same time edge is tumed Diometer of | Number | Distance | Thickness | Weight of | Output in  Power

upward. Drowing drum | of | PPN ot i io be | Machine | 8 hous - consumption
apindles ‘

ininches | rel.‘min. | in inches drawn(BNW.G.)| in Ibs. in Ibs. in H.P.

. Hand driven Press for folding the edge of the Stud and at the same time wire

spring is inserted. 24 25 55 80 -1 3800 6600 | 12

23 30 51 slo -4 | 3650 4400

(C) Wire Spring M. Machine ! |

22 45 47 -8 © 3450 ‘ 3520
|

2640

|
(D) Vertical Air Compressor for the supply of compressed air to each machine to blast 21 55 u7 | 411 i 3350

HEHARLED NG KEE
Baported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
sanng: & B A 9
Tong Komg Agency: CHINA RESOURCES CO.
DANK OF CHINA BUILDING

HONG KONG
CABLE ADDRESS: ‘'CIRECO."

scraps From the dies.

N.B.—For improvement of the machine, we reserce the
right to alter either the design or the specification.
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(B) SINGLE STROKE OPEN DIE COLD HEADER (UNIVERSAL TYPE)

Specifications :

Capacities :

Mex. die. of wire SG) ... 05 WOOD SCREW MAKING MACHINERY

Max. length shank ... ... .. I 2" 3
Min. length wire blank ... . 38" 1" )K ﬁ% ‘?‘% i
(D) SCREW THREADING MACHINE

Max. length wire blank ... ... 1 2-3/8"
Output per min. (pieces) ... 225 250 125/150
Output in 8 hours (gross) ... 480/550 300400

CODE: RT - 8004 B

Flywheel :
Approximate weight . 150 400
Diameter and face .. gau" x 4" ou2" x 53"
Moter:

HoPoooo 2 5 7%
R.P.M. ... .. . . . 960 1400 1400
Flcor Space ... ... ... . 22" x 3’9" 310" x 510" 45" x 79"

T Net Weight (Ibs.) ... ... ... .. 2500 3750 8900
Bexed Weight ilbs) ... ... ... 2800 4350 9200
Boxed dimensicn ... ... ... .. 45 cu. fr. 120 cu. ft. 190 cu. ft.

(C) HEAD TURNING & SLOTTING MACHINE
(TWO SPINDLE MACHINE)

The bolt head is first turned off then slotted, then again finish tumed.

Capacities :
Max. dis. (5.G.) Wood Screw Gauge
Max. Length of Wood Screw ..
Output per min. ‘pcs.)
Output in 8 heurs (gross)...

H.P. ..
R.P.M.
loor SPaCe ... o o e e e e
Net Weight (Ibs' ... oo oo oo oo o \47 B’ iE %ﬁ 7.‘3& AR IPN 3 w4
Boxed Weight (Ibs) ... ... . - Fxported by CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORFORATION
Boxed dimension ... ... ae e e oo 3 . fe ﬁ‘i@ﬁﬂ{:é )
Hong Kong Agency: CHINA RESOURCES CO.

BANK OF CHINA EUILCING
HONG KONG
N.B.—For impravement of the machine, we reserve the 3 CABLE ADDRESS: "' CIRECO, "
right fo citer either the design or Lhe specification. i
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Capacities :
Max. dia. (5.G.) weod scraw gauge
Max. length of wood screw ... .
Output per min. (pcs.)
Output in 8 hours grcss) 40
Flecr Space . 26" x 3’6"
Motor:
H.P. e 0.75
R P.M. 1400
Net Weight (Ibs.) eoo
Bexed weight (Ibs.) 970
Bexed Dimensicn . 46 cu. ft.
(E) AU ILARY MACHINE & APPARATUS
1. Scouring and Cleaning Drums (Rumblers)
Length.. 34"
Diameter e e 22"
Mctor: H.P. |
R. P. M. . . e ... 960
Net Weight ... looo
Boxed Weight 1320
Boxed Dimensicn 14 cu. ft.

Rumblers with sheet iron caces and thcse wwh wood cases are required, the former

for scouring the pressed blanks and the latter for cleaning the half Finished and the finished
wood screws coming from the head turning and slotting machines and the screw threading
machines respectively.

2. M||||ng Cutter (ﬂnndlng Machine (Automatic Type)
e taoth of mill

and s\ottmg rnad\mes, w"\ere they have become blunt.
3. Wire Reel

For the heading presses wire reels are required for unwinding the wire.
4. Centrifugal pump directly coupled with motor.

The head turning and slotting machines as well as the screw threading machines
requires a constant supply of & sclution of soda for cochng the cutter and milling cutter.

Machines for an output of ruugltly 3000 gross of wood screw for 8
hours ranging in sizes from screw gauge No. 2 to S. G. No. 14 and 1/4"
to 3" long are as follows:

I set  Wire Drawing Machines

4 heads arranged in series

Single stroke open die cold header
Single stroke open die ccld header
Single stroke open die cold header
Screw threading Machines

24 sets Screw threading Machines

24 sets Screw threading Machines

44 sets Head turning and slctting machines
36 sets Head turning and slotting machines

3 sets
3 sets
2 sets
£6 sets

N.B.—For im provement of the machine, we reserve the
right to alter cither the design or the specification.

roved for Release 2010/07/21 : Cl,
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VERTICAL DRILLING

Capacity

Maximum drill diameter in
stael of 50 - 60 kg/m?
tensile strength, mm ...

Distance, end of spindle to
table, mm

MInImm eevievieneian o
pikbiako il IR

Distance, end of spindle to

AU eeevovneonnnsnes
MAXIMIM woerannnnns
Distance, center of shindle

mm

to column,

Working surface of table,
TN essevesacsssnsasseness

Maxcimum vertical travel of
table, mm o..oiiiiiiiin

Spindle
Taper in spindle ...

Maximmn vertical spindie
travel, mm eeeiivenan

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7

MACHINE

SPECIFICATIONS

500x37

Morse

5

325

A

7

Mo.3

Vertical spindie head adju
ment, mm ...
Speeds and Feeds
Humber of spindle speeds..
Fan e of spindle speeds,
oMe
Mumber of spindle feeds
Range of spindle feeds, mm
per revolution s......

Drive
220/300 volt, 3 phase, 50
cycle A. C. motors:
Spind'! c

POWEr, KW seeeaes
speed, I'eDelle oo

Space Occupied
FLoor Spacc, Ml see..v.es
Height of machine, mm ...

Weight

Net weight ,kg ooves

st-
200

9

. 97-1360
. 9

. 0.1-0.01

approx.980
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Code Wo,: Gii-1006

VERTTGAT, DRILLING ]

SPECIFICATIONS

Vaximum drill diameter in steel of 50-60 kg /i tensile strength 35 mm.
Distance, end of spindle to table, mm: minimun/maximm 0/700
Distance, end of spindle to base, mm: mininum/maximm 705/1130
Distance, center of spindle to column, mm eeecevenenes 00
Table
Working surface of table, mm evvevevsnn. 1450%500
Maximum vertical travel of table, mm ... 325
Spindle
Taper in Spindle eeveveesreeeeroanonnss Morse Mo, L
Maximum verbical spindle travel, rm ... . 225
Vertical spindle head adjusbment, mm .. . . 200
Sneeds and TFeeds
Mumber of spindle SPECUS seeeeseascroctsrarironesrans 9
Range of spindle SPEEAS, TeDells seeserrasescsncsooss 66 -~ 3100
The following range may be offered by spicial order .... 110~i770 r.p.m.
Number of spindle fecds soveecearranerenn e iveaanss 11

Range or spindle feeds, mm per revolution ............ .11 - L6
Drive
220/380 volt, 3 phasc, 50 cycle A. C. motors:
Spindle drive:
DOWELy KW sevvsveecacsocsoe
sneed, TeDele o-.
Coolant pum :
DOWETy KW seeeeenvnnncaaesons
Speed, TeDelle ecocsssesacass
Space Occupicd
FLOOr SPACC, T eeeverevovecroases 1300 -
Height of machinc, MM eveecvveanss
i “Teight
Nett weig hty, 118 eevenercnenronnns approx. 1650

roved for Release 2010/07/21 : C 043R000500220029-7
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RADTAL DRILLING MAGHTHE
liain Spccifications

Pazte Grilling difie  eeveseerenoneneencerarereaisosizaaissuecesaees Dl 35
Distance, snindle centre to column surface(overhang) min/moz... mm, 1,50/1500
Distance, spindle nose to table (min/MaXe) eeveeoncenceveasess I 0/1000
Distance, apindle nose to base (min./maxe) weeees concn .. mme 500/1500
Max. travel of soindle (mechanically and namally)s ... oo T, 330
Taper in sPindle DOTE sieserernrvcearrarenerrnaseeroses .. lorse No., b
Max. btravel of spindle head eeveeriooervnn. N i, 1050
Moxe. vertical traverse of arm on column . IMiTe 39
Max. swing of arm on COLUM seveevensoens . . -
Vertical rapid movement of arm per min. . .- . oo TR,
No. of spindle speedSe oo vvosecreneroonanns . .
Range of spindle speeds eev.eeveiveen venenee. s . . TDI.
No. of spindle_feeds
Range of spindle feeds per 1 revolubtion of spindle. Lo . IMile

8, Lo Co motors:
for feed bom:

OULPUL/SPEEd « et . . Yar/rom
for arm elevating on columm:

OULDUL/SHEEA  wereeernerinerarnenannns e low/rom
Tor coolant purms

QULPUL/BICEE e e v vvevnetsnnsces o ceovur e it
Above motors 50 cycles, 220/380 Volte supply.
Overall dimencion (L W 2 H) seeiiiernneenns 2500 x 970 x

Hett weighb, approie veeersern vy kg

roved for Release 2010/07/21 : C 043R000500220029-7
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UPRIGHT DRILLING MACHINE

Capacity:
Max. drilling Dia. in cast iron
in steel .

Spindle

Max. travel of spindle .

Taper in spindle bore ...
Table

Working surface ..

Vertical travel of table .

Distance, spindle nose to table: min

Machanism
No. of spindle speeds .

Range of spindle speeds ..

feed per revolution of spindle

Power, space & Weight

3 @, A. C. inducing motor: nower/speed ...

Space required (L x W X H) vevvvveunnn

Nett weight .......

Code No.: 6M-1017

150 mm,

Morse No, 2

350 x 350 mm.,
450 mm,
30 mm.

650 mm.

6.
310-2975 rpm,

0.2 mm,

1 kw/930rpm.
900 x 600 x 1720

about. 430 kg.

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7
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Code No.: 6M~1027

HORIZONTAL BORING,
DRILLIIG AND MILLING HACHINE

SPECIFICATIONS

Capacity

4 Diameter of spindle, ma ........ 35
: Taper in spindle .......... Morse No.5

Maximun axial travel of spindle,is 600
Maximum distance,end of spindle to
bar support, 1m ... .cieiieene
Table
Worling surface of teble,mm .,1000x300
Liaxinum travel of table (by nower
and manually), m.m.e:
longitudinal ........
CTOSS +». .
Headstock
Face plate diameter,mm ....... 630
Maximum radial travel of face plate

2220

seevaes s e

maximum ... .
Speeds and Feeds
Wumber of spindle speeds s...»
Range of spindle speeds,r.em. 20-1000
Muber of face plate speeds... 1
Range of face plate sneeds,RPk.10-~200
Number of longitudinal and cross
feeds of table, axial feeds of
spindle, vertical feeds of headstoclk
and radial feeds of face nlate slide.
e e 15
Range of spindle feeds,um per re-
volution of spindle .......... G056

es a0 wcoe e

sere e s e

roved for Release 2010/07/21 : C

Range of table and headstock feeds,

rm per revolution of spindle..0,025-3
Range of table and headstocl: feeds,

mm vwer revolution of face plate.0.05%6
Range of face nlote slide feeds, mm
per revolution of face plate.. 0,025-8
Speed of rapid axial movement of
spindle, M/mine . vevieiiiieanns L.8
Specd of rapid longitudinal and cross
novements of table and vertical
movenent of headstocl:, m/win.. 2.4
Sneed of rapid movement of face plate
slide, B/fAfvesecrersr e ihens 162

1a3€, ZO cycle A.C.

drive (two-sneed):

SPECC, TeDelle seveees
Ranid traversc:
DOUCTy INT cevvvvannns

SDECG, TeDelle ooes o

Space Occunied

FloOor SHaCE,fll seesserces
Teight of machine, mm....

Weight

ot rreight 12 eeevevoeaan

5070x2230
2755

approx. 11500

043R000500220029-7
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TOOL CUTTER GRINDING MaCHINE

Main Specifications:

Max, size of cutter to be ground ......
No. of grinding wheel .

Dimension of grinding wheel:

Qutside dismeter .ov...e.

Spindle speedS seecevcrienee
3 g, &, C. motor. ..
for main drive
Power ....
Speed «.vvieennn
for coolant Pump.

Power .....

Nett weight oovvecvenienans

Code No,: 6M=1029

250 mm.,
100 mm.
150 mm,

2280 rpm .

~ Ly
L KW.

3000 rpm,

0.15 kw.
2500 rpm.
1510x 1100 x 1365.

about. 1200 kg.
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Code No.: 6M-1038
MULTI-TOOL SEMI-AUTOMATIC LATHE

Main Specifications:

Centre height +svevevsen.. 150 mm,
Distance between cenbres: Min/MaX. sveeveceeeorsenseroaneonns 0/300 mm,
Max, distance, spindle nose (120mm) to centre of tailstock... 325 mm,
Max.turning dia,
round bar seee... e 32 mm,
swing over carriage ...vec... et rer it ae e e 300 mm,
swing over bed ways ..... Ceeaane . 200 mm,
Max, turning length (with 2 cutters)
use the tool post for complex turning ............ . . 250 mm,
use the tool post for aimple turning .. ceree 260 mm,
Max., longitudinal travel of front tool slide:
Complex turning: mechanically (worklng /manually (deustlng) 100/200.
Simple turning: " 150/250,
Max, longitudinal travel of rear slide:
mechanically (working) /manually (adjusting) ... 90/155 mm
Max., travel of centre sleeve seveeierieecnncsnss . 120 mm
Spindle speeds: 105;131;154;196;236; 296 25L; l+h2 532 680 794 ,.LOOO Tp.m,
Longitudinal feed of fronttool slide per revolution of splndle.
0,073 0.lo; 0.163 0.23; 0.32; 0.48; 0,72; 1.02 mm,
No. of transverse feeds per each of longitudinal feed ........ 12
Range of transverse feeds of rear tool slide per revolution
nf spindle; . . 0.019-2.51 mm
3@, A, C, motors:
Main drive: Power/speed sevseeevirerricsrvoncensene 5.8 kw/1450 r.p.m,
Coolant pump: power/speed «...... vererereeseess 0425 kw/2800 r.pom.
Overall dimension (L x W x H) +....u.. teeesesess 1800 x 1290 x 1340 mm,
{. Nett weight: ...... .. about. 1800 kgs.

e AR 0 R DR A N AN e
i
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Code No.: 6M-2001

PNEUMATIC _GRINDER

Specifications:

Maximum dia. of grinding wheel ....... Ceheees 150 mm,
Weight ........ i e 6.7 kgs.
Over-all length ...... et an i, 638 mm. (appr).
Air Pressure .....eeeveveeenennns . 5 atm,
ALY COMSUMPEACT wuvvvervneunvnernenverernenseennneennnenss 1.7 m3/min,
Power not less than ...vvvvevvennses e e 1.4 HP.
R,P.M., (Running idle) .... caeren LO00 - 4500.
R.,P.M, (at fill load) sevesenr... e 3000,

Inside @ of hoS€ weevere... .. e 16 mm,

Sanitized Copy Approved for Release 2010/07/21 : CIA-RDP81-01043R000500220029-7
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Code No.: 6M=3001

DIESEL ENGINE
Specifications:
I. TyPe veverinnnnns eeves Vertical,4-stroke.
2, Rated output ....... 90 H.P.
3. Number of cylinders ece.vveveess. L.
Le BOre vovevecees Ceereae . 160 mm,
5. Stroke evsvivsennenese . eriieaes 225 mm,
6. Compression ratio seeeeeeos.. Ceeens 16: 1
Te Speed eeveesnveeronnonnenns . 750 r.p.m,
8, Cooling method «ivevrvvvenrernnnns Water.,
9. Starting system ,..ev0en. Ceerenees Air,

Nt WOLENE e vrvrnerseresnseneennsonennns 1940 kes.
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Code NO.: 6M-3002
DIESEL ENGINE
Specification:
TYPE eevvocanesediennnnn. ce Vertical,4-stroke
Rated oubtput seeeceieecniaenns 300 H.P,

Number of cylinder .ecevese... Ceereeee e 6,

Stroke ....

Compression ratio .. e . 15: 1
Speed +.... ceeen 600 r.p.m.
Cooling method .. . ves Water,
Starting system ..veev.... . Air,

Net weight ....
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ATR COMPRESSOR,STATIONARY TYPE.

Specification;
Free air capacity .......
Delivery Pressure ....,.....
SPeed viviiiieneierieina
No. of compression stages «v.eee...
Motor., ceieaeas
Overall dimensions (L X W X H) veverrvvennrnnnns

Nett weight (including motor) .....

Code No.: 60-3003

7 atm,

730 r.p.m.

2
LO kw, 730 r.p.m.
2120x905x1261 mm,

1360 kgs.
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Code No.: 6m¢3004

AIR COMPRESSOR, STATIONARY TYPE

O Specification:

Bree air capacity ..

Delivery pPressure s.eeesssssoassncsass . 8 atm.
Speed vouuns . 480 r.pJm.
No, of compression stages s..evien.. 2.
Motor . ... voese. 80 kw, 1000rpm.
Overall dimensions (L x W x H) . . 1550x1700x1865 mm

Nett Weight: +.cvevnnn. . . 2050 kgs.
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Code lo.: Gii=3005

Air Compressor, stationary type,

Specification:
Free air capacity LO m3/min.
Alr pressure 8 atm.
Speed 330 r.p.m.
No. of stages 2
Cooling Water cooling

Kotor 250 kw,750 r.p.m,

Overall dimensions(L x w x H) 2550x3260x2L70 mm

Nett weight: 8900 kg.
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Code No.: 6M=3006

CENTRIFUGAL _PUMP.

Specification:

Capacity eeeevrerens 25, 35, 45 m3/h,

Head of delivery: .. 26.2, 25, 22,5 m,

Speed: ciiiinnanninn . 2900 rup ..

Electric mcotor: ....

Max. suction head: . . 7, 644y 5 m,
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CENTRIFUGAL TI'UMP.

Specification:

Capacity +¢s.. N
Head of delivery .
Speed: ..

Electric motor: .....

Max, suction head:

R RO

Code No.: 64-3007

32.4, 45.0, 52.2 m/h.

21.5, 18.8, 15,6 m,

2900 r.p.m,

L5 kw.,

6.5) 5.5, 5.0 m.
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Code He.s OM-3000

Centrifugal Pump.

Specification:

Capacity

lead of delivery:
Speed:
.Electric motor

Max. suction head

30, 40, 50 m?/n.
L8.5, bk, 37 m.
2900 r.p.m.

10 kw.

7.5, 7.5, 6.4 m,
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Code No.: 6M=3009

JAW __ CRUSHER.
Specifications:
Dimensions of the feed-opening . , . . e 432 x 254 mm,
Dimensions of the minerals to be fed . N 180 mu,
Width of the outlet opening . . . . .. . 35-65 mm.
Capacity: (when limestone is to be crushed)
when the outlet opening is 35 mm ....... 11 tons/hr.
when the outlet opening is 65 mm . . . . 21 tons/hr.
ain shaft 250 r.p.m.
Dimensions of the transmission wheel (Dia x Wi.dth) [ 800x300 mm.
Motor:
Power + . .. . . e e e e . 16 kw,
Speed o v v w v s o e e e e . 980 r.p.m.
Overall dimensions L x W x H) ... . oo 2330x1701x1510mm.

Weight: ., . . ... . .. .., ... . . approx. 8000 kgs.
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Code No.: éM=3010

JAW __CRUSHER.

Specifications:
Dimensions of the feed-opening o + o « + o o+ & 250x175 mm,
Width of theoutlet opening . «. . + e o0 + .+ & 20-50 mm,
Max. dimensions of orcs to be crushed . . . . . ' 120 mm.
Capacity: When the outlet opening is 20 mm , . . 2 ton/hr.
When the outlet opening is 50 mm , 5 ton/hr.
5126 Of PULIEY o ¢ v o 4 4 v 4 4 0 b 0 0 0 v . $ 850 x 180 mm.
Speed of the main shaft . . . .. 250 r.p.m,
Motor:
POWELr v v v v w0 o s o o o o & . . e L.5 kw,
Speed ¢« v 4 v v e 6 s e e e e e e e e e e e e 980 r.p.m.
Overall dimensions (L x W x H) . . . « . . . . 1450x954x950 mm.

Weight (includes motor) o v v v o o o o o o . abt. 1800 kgs.
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Code No.: 6M-3011
_Héﬂ\mﬂ DRILL.
Specifications:

Rated power + «ea o o o . . 2-2.,8 H.r.
No. of strokes per min ., . . . . . 1500-1700,
ALY pressure « o« « o o . . . L=5 atm,
Hammering force ... . « . 6-Tkp-m,
Max, dopth of Arilling « ¢« v o o o o o ¢ o0 s 4,000 mn,

Overall dimensions (L x W) (without drill) . . . 600x 461 mm,

Net weight « + ¢ ¢ v «v ¢ v ¢« « .. 30.5 kg,
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Code Ho.: 6M-3012

PNEUMATIC PICK.

Specifications:

No, of stroke permin . « « « v ¢« v o v & + &
Air pressure « o v o o ¢ o o o 0 o
Hammering force + « o o o o0 o « +
Total length (without pick) . . . ..

Net weight v « v ¢« v v 4o v v o0 o &
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Codc 1foe e OIM-BOOE

A. C. Arc. Welder

Specification
Welding transformer, single phase, voltage 220/380 V.
Secondary winding no load voltage: lst step 70 V.
2nd step 60 V.
Range of welding current: lst step 50-220 A.
2nd step 200-450 A.
Input power: 21 kw.

Working power: 9. 9 kw.
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UNIVERSAL BAND SAW MaCHINE

Specification:
I. Wheel diameter . . . . . . . . . R 800 nmm.
2. Speed of wheel . . ., . . . . 800 r.p.m.
3, Max. sawing height . . . 570 mm,
Lo Max. sawing width . . . + « . . 715 mm,

Max., width of sawing blade . . . 35 mm,

Work table v o+ « . v + ¢ v & « & e « 940x790 rmm,

Max, inclination of table v o « v o « o « o o 40° C,

Electric motor:
pdwer « s e e e e e e e . L5 kw.
SPEEE v v e v e e e e e e e e e . . . 1500 rpm.
Overall dimension (L x WxH) . .. . .. . 1809x943%x2650mn .

approx.$20 kgs.
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Universal Circular saw

Specification:
I. Wwork piece
Max. height 120 mm,
liax. width 400 1mm,
Max. diameter of saw blade 500 mm.,
Speed of saw blade 2800 r.p.m.
Max. inclination of work table 45 C.
Lifting height of work table 1060 mn,
Electric motor
Dower 5.1 kw.
Speed 300C r.p.n.
7. Overall dimension (L x ¥ x ) 1140x900x1150 qun.

°

&. Weight approx. 500 kgs,
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HANGING OSCILLATING CIRULAR SAW

Specification:
I. Max. sawing height sevveieiiininiieiniieiinnniiness 225 mm.
2, Max., sawing width ...... ... ... . cees 500 mm,
3. Diameter of sawing disc .eeeeevees . e 650 mm.,
Bore diametor of blade .c..e.v.... et 35 mm,
Speed of sawing disc eveeveivein. .. 1500 r.pem,
Speed of belt of sawing disc e.evee.v... . . 50 r.pem,
Electric motor:
Power ....vovvinn . . . e 4.5 kw.
Speed ... aee. cen tiveeess 1500 ropom,

Weight «vovven.n. . cee et teras s 280 kgs.
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Single 3ide Planing lsachine

Specification:

I. kdax. width of planing

lax. thickness of planing
Min. thickness 5
Overall dimension (L x W x H 600x840x1120

Weight Approx. 400 kgs.
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THREE SIDE PLANING MACHINE
(FOR WOOD-WORKING)

Specification:

I, Work Piece: Max. width
Three sides . 300
Surface ve.... SN L50
Min., 50 x
lHax, thickness
Three sides 120
One side .. . 150
Min., thickness of planing 10
Specd of feeding (two kinds) 6-9m/min,
Speed of cutter: Horizontal planing . .. 20 m/sec.
Vertical planing 20 m/sec.
Belt.
Max. thickness of cutting .. 6 mm.
Diameter of horizontal & vertical planing 160 mm.
Speed of plgning spindle '
Horizontal planing 3200 r.p.a,
Vertical planing ..... 3500 r.p.m.
Flectric motor .... A. C,
powcr . 7.0 kw,
Speed . 1440 r.p.m.
Overall dimension (L x 1620x1460x1200 mmn
Weight . .+ Approx.1300 kgs.

. e

2.
3
L
5e
6
7
8
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FOUR SIDE PLANING MACHINE
(FOR WOOD-wORKING)

Specification:
I, Work piece Max. width ......... . 300 mr.
Max, thickness ..... 125 mm,
Min. length ..
2. Number of cutter spindles
Horizontal cutter spindles .......ov.nn
Vertical cutter spindles ..
Spindle diamcter
Speed of spindle .
Moving spacc of vertical
cutter spindle ..
3. Electric motor eeeveeeverensns ceeee ves A, C.
L, Fedding of speed .. e eieeees Cerene ve. 6,8,11,22832.
5. Overall dimension (L x W X H) +uvevrienanns 2250x1.350x1610 mm,

6. Weight «...u. . Approx. 2700 kgs.
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COMPLETE EQUIPMENTS FOR MANUFACTURING ENAMELLED WARES

4O Drawing Press (Pressurc from both upward and downwar): Output
2500 pes of 34 or 36 cm Wash Basin per day of 8 hours.

30 cm Drawing Press (pressure from both upward and downward):
Output 4000 pecs bowls or 2000 pes cups per day of 8 hours.

Spinning Machine for folding and polishing the edge of wash
basin: length 84", Width 15", suitable for 34-36 cm wash basin.

40 cm Shear: daily output 3000 pcs blank plates of 34-36 cm wash
basins,

30 cm Shear: daily output 3000 pcs blank plates of bowls.

NO, 3 Punch: daily output 4500 pcs of foot of bowls.

No., 4 Punch: daily output 4000 pcs of small parts.

Bench Roller: for folding foot of bowl.,

52" stone Grinder for grinding enamel power: maximum capacity 600 kgs.
30" Stone Grinder for grinding coloured enamel power:maximum capacity
250 kgs.

Stone Grinder with sieves for grinding granite.
Crusher for crushing antimony.

Mixer: motor driven and made of wood, maximum capacity 350-400 kgs.
Spinning Machine: length 66", width 12", daily output 1500 pcs,

Dies: for 36 cm wash basins, 1.2 cm bowls and 9-10 cm cups.
36 cm Press: daily output 2500 pes,
Attachments of Spinning Machine: for cutting, folding and Polishing.

Folding Machine,
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SILK BOLTING CLOTHS

Specification:

Uses:  For Flour Mill Industry, Dycing Industry, & Painting Industry,

Gauges: (1) 20,22, 26,28,30,32,38,40,42,44,46,48,52, 5.

(2) 56, 58, €0, 62, bl, 66, 68, 70, 72,.
(3)
) 2, 3, 4, 5, 6, 7, 8,

9.

10,

11,
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